
USER’S MANUAL

Useful Notes
- Before tuning HYSTERIA, please let the module stabilize for about 20 minutes. Both tuning modes are saved once fully completed. If tuning 
mode is entered by mistake, just reset the power supply.
- The slider CVs are substractive with Max value set by the slider, except for the Pulsewidth, which is inversed, additive with Min value set by slider.
- The Pulse Output can be used for syncing another oscillator.
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4x CV: CV inputs for each Slider
respectively

CV: CV input with CV attenuator
(accepts 0-12V)

1V/Oct: Keyboard track
(accepts 0-12V)

Quantize Button: Selects Tune Mode

SEMItone Slider: Fine Tune / Semitones

OCTave Slider: Coarse Tune / Octaves

WAVEFORM Slider: Waveshape control

PULSEWIDTH Slider: Pulsewidth control

SYNC: Hard sync input (accepts ±5V) 

PULSE: Square wave output (sends ±5V)

OUT: Master output, Waveshaped(sends ±5V)

Two tune modes are available:
i) Unquantized: Hold the Quantize Button for 1 sec to 
enter the tuning mode. The button will start flashing fast 
and the Semitone slider will become the master tune. 
Connect your keyboard to 1V/Oct, master out to a 
speaker, and then press any A key. With a tuner check 
the tune and adjust the Semitone slider so as to tune the 
oscillator accordingly. If the oscillator is out of scale 
adjust the trimmer on the back of the module to match.

ii) Quantized: Hold the Quantize Button for 5 sec to enter 
mode. The button will start flashing slow and the Semi-
tone slider will become the master tune. Connect the 
master out  to a speaker and with a tuner check the 
tune and adjust the Semitone slider so as to be an ‘A’ 
note. Press the Quantize Button once and repeat the 
procedure for the next Octave. Repeat the previous 
step for each octave accordingly. 


